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SK:
Obslugnl progr am 8BektsokotiolTBriceieat 3000450k

Program Bos hELBSetting koemumi k&rl u p keatloe Firek Bosch n i k
sn§zvom Tronic Heat 3n080s0l,ekiord drivec rideata k ®H®0 r @ d u
pre ohrev vykurovacej vody a pre prS parkaov uz §tl eopglr
ku kotlom na biomasu. Ku kotlom je mognzZgiprrujp’
mognosti elektrokotl ov.

Programom BoschELBSetti ng-preogmoagm ®& adka pulan ki azv
EKR alebo GSMaceznetak eg f i r mv ®r vvnmedule EUBrKa&SK. Kk eo miiL B4l & |
potrebnTlel USBBA/KrGim)al ebo prevodn2k .Bd$ vhHEIloBC wmpwe r
byprpotreba pripojenia doplnlov@&htmrmodu lvi@hmd du
Takt i jed) mb iy m Ratlas(Sektroniku ELB; ELB_KASK app d a v n ® omlinemohitprpvat.

Peo j e program Bos alE d®wisitdmechanilov. Pracnjé na PC
sWindows WinXP(sp3)7/8,1/10 (32/64bit) Poslednu verziu ppgramu Bos c hELBSetti ng
stiahnuS zinternetowej adresy: http://www.junkers.cz lebo http://www ers.sk/sk/Podpora.alejPri
ingalg§ ¢ postupujte po@a@ b r § z k 0o v ® Ipazri niy@dv oéiekior ® o br § zike otvig® bplotz |
odl ign®gram se aneusts8le vyv?2j

Pre samotn¥% ingtal ciu potrebujete pr8va s
paramet rov a komuni k8ciu s modul mi je nutn® vyko
na verziu C5-pr ePrAgram8t dir O ve.r5Abg) ste mohl i moni tc
servisn® parametr e, mus2te ich naj Pepéenenmodubwg r an
sriadiacouelektronikou je pofsan®v n § voohétj e d n exmodubmi

Ug2vateOskkzrepgemavnl modul EKR alebo GSM a
programom BoschELBSetting monitor ova &defirrearei S u
Servisn$ pegvomdn2kom Bosc hmEdBOoiviea tteeds kj &h oo krreeg
meni S i servisn® parametre.

Upozornenie:

- zmenou firmware sa nemen2? ug2vateOsk® ani S |
vget ky pmerametdiOa t ov8rensk®ho nastaveni a

- majte posledn%% funkln% verziu NET. Framewor kK
- &k sa ned§ spusts8eiamroomr ammu nBd sad bElaBiSet t o ng,
z | o bgyiv e zeprogiakiu BoschELBSetting

Program Files (x86) » Bosch » BoschELBSetting

G
File Edit

delete
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CZ
Ob s | ug ndmBpschElgBSettingke | ekt rokot!| Tm Tronic Heat

Program BoschELBSetti ngeljeekturro neinkio up rkso§ d oTe uini
Tronic Heat 30007 ronic Heat 350& n § s |keodtsif Tejhn ® JSaoduy t o el ektr oko
vodynebo i pS2pravu tepl® ugitkov® vody a tak® n
Ke kotl Tm je mogn® pSipojit nhRkolik dopl RkovTic

Programem BoschELBSetting |[fe rmongaigdr aank)t udad p |z
modul T EKR nebo GSM a pSes nh tak® fiKtmomau e¥led
je potSebnl 28BmMabbb pB8&Bodn?2 k Ho[svcohdfdratld@nd e e r
binapS. pot Seba p Sodplw jmedikid Tloet IRk o dir@waset(@4) g Tjeak &r
mogn® kot el (el ektroni ku ELBagranei BbschEABSHttingan-lipeS 2 d &
monitorovat.

Proto je program BoschELBSetti ng Prac8je daP® ur
sWindows WinXP(sp3)7/8,1/10(32/64bity Akt ual i zovanou ver zi program
st8hnonmt ermet o ut®/wandunlers.gznebo http://www.ers.sk/sk/Podpora.glejP S i
instalaciposi puj t e podl e obpvigzk oxiRther @ Sovytord8izkov ® pozi
iprogram se )neusts8le vyv2j?2

Pro samotnou instalacipoSe buj et e p mfrvoa sspprr§8wnc® zobr azen?
a komunikacismoduly je ssutup®rpdev®i rmware el ektrenik
proPrAgrams8tidr OS2 @) mohl i monitorovat ugi vat
muse2tie nejdS2ve programermr Bps¢k BEPPIHeFtadtRil Meyl enkat|
pops §BowowWu jednotlivich modul T.

Ugi vat el s 8 @%r dajunodul EKR nebo GSM akabel USBj e mogn® sest
progranem BoschELBSetting monitorovamihit u iyatd s k ® p am aine goygrade firmvare

Ser vi snspRrveoddimnBdschELBConverter ik r omlD mognost?2 umoga®e.
mlihit i servisi paramety.

Upozornfn?2:

- zmBDnou firmware se nemilDn2 udgivaatelpak@manir us
vgechny pmabmamepogl e tov8rn2ho nastaven?

- mDjte posledn?2 funkln2z verzi NET. Framewor k

- pokud nelze spustit novhD nainstalovanou verz
ze sKHNog¥ikesl ogce progratmpu BoschELBSe
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DE.
Einstellungssprogramm BoschELBSetting zum ElektreKessel Tronic Heat 3000/3500

Das Programm BoschELBSetting dient fer- dioe
Heizkessel Tronic Heat 3000/3500 und der nachkommenden Kesselserre. DHe i z k es s el
Erw2rmung von Hei zwasser oder fer di e War mwas
Ersatzw2rmequel | eKezswsne | Feasitetnreennned of f hat di e I
weiterer Zusatzmodule, die das Betriebsmdidfvon Heizkessel Tronic Heat 3000/3500 weiter erweitern.

Mit Installationsprogramm BoschELBSettings ist das Firmware der Zusatzmodule EKR oder
GSM zu aktualisieren und durch diese dann auch das Firmware detEIlEkEBonik und des
Zusatzmoduls ELB_KASKZu diesem Zweck wird das USBabel USB2A Z  U-B BIii) oder der
Konverter BoschELBe Gnndeumt Upgradebkanm Z.B.iBgdarf an Anschluss von
Zusatzmodul en/ Modul en zum He i-\zelsiens(84¢ bkein.nking weikeren e r
Funktion des Programms ist auch BE@dMoni t or i ng (onl i ne -Blektrenikwa c h
ELB KASK und von Zusatzmodulen).

Deswegen ist das Programm BoschELBSetting vV
Voraussetzung f¢r die 1 nstal |l &ndowsWinXRisd3)7/B,2/10r i e |
(32/64bit) installiert zu haberDie aktualisierte Programmversion BoschELBSetting ist aus der Web
Seitehttp://www.junkers.cader http://www.ers.sk/sk/Podpora.aldjerunterzuladen. Folgen Sie bei der
I nstallation die Bildanleitung (siehe untenéei
dasPrgr amm wi gredtwickeltp n d i

Fer die alleinige Installation sind die Ve
Darstellung aller Parameter und korrekte Kommunikation mit den Modulen wird ein Firmware -
Upgrade der ELB-Eketronik mindestens auf die Version C5 aufgefalert i f ¢ Proghammierer
(Version)ii O 0!l UBn die Betriebs und Servi cepar amet er cberwach

zuerst mittels von Programm BoschELBSettings abzurufenDi e Anschl i eCung der
der Regelung ist in der Anleitung der jelig@n Zusatzmodule beschrieben. Der Konverter
BoschELBConverter erm°glicht zugleich auch die

Betriebsmodus:; ber das Zusatzmodul EKRbedern s&GESMsumd gd
Set mittels Programm BoschELBSettizgu cberwachen, Betriebspar:
FirmwareUpgrate hochzuladen.

Servicemodus:Der Konverter BoschELBConverter ermfgli
nderung der Serviceparameter.

Warnhinweis:
- Betriebs und Serviceparameterl ei ben bei der Firmware@@nder ui
ParameterSE90auf 1 werden all®arameter auf die Werkseinstellungee 2 nder t
- Halten Sie die neueste Version von NET.Framework
- Wenn Sie die neu installierte Version von Bosch ELB Settingnt ausf ¢hren k°nr
die * .log-Dateien aus dem Ordner "Logs" im Bosch EBiSgiOrdner
T

()= | » Computer » (C) System Volume » Program Fies (86) » Bosch » BoschéLBSetting
File Edt View Tools Help

delete
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EN.:
Utility Program BoschELBSetting for electric boilers Tronic Heat 3000/3500

Program BoschELBSetting is developed for service technicianis aledlicated for interface with
the electreboilers Bosch named Tronic Heat 3000/3500. Boilers are designed to heat water in centra
heating, DHW and can be used also as secondary (back up) heating source in combination with solid fu
boiler. There arewailable accessory modules which can increase functions of elexten.

By using the BoschELBSetting you can upgrade firmware of accessory modules EKR or GSM.
Via EKR or GSM module it is possible to upgrade also firmware of electronics of ELB andanodul
ELB_KASK. To connect above mentioned modules it is necessary to use USB cableAlESBihi) or
converter BoschELBConverter. Firmware upgrade is necessary in case of required connection
additional modules with boiler with firmware version up to Céother reason is eime monitoring of
the boiler electronics, ELB_KASK and modutenitoring.

Therefore, the program BoschELBSettimg primarily designed forservice techniciansPC
requirements: at least WinXP(sp®,1/10(32/64 bit). Updated versioof BoschELBSetting is available
also on web pagedttp://www.junkers.czor http://www.ers.sk/si?odpora.alej During installation,
follow pictorial instructions (see. pictures below ... some positions of pictorial instructions can be
different- the development of program is still in progress).

For installation follow the manual - you need administator rights. To have correct
visualisation of all parameters and correct communication with modules it is necessaty upgrade
the firmware of firmware of ELB electronics for the version C5 (at least)- f or AProgr a
(verzeYi ~ O. T6 acBivate/start moritoring of user and serviceparameters, the parameters needo
be uploaded by BoschELBSettingConnection of different modules with boiler electronics is described
in manualof each module

User mode:via EKR/GSM module or via USB cable it is possibdemonitor the boiler, change users
parameters and upload firmware upgrade using the program BoschELBSettings

Service mode:with the BoschELBConverter, in addition to the User mode options, service parameters
can also be modified.

Attention:
- changing theifmware does not change the user or service parameters. Activating of SE90
parameter changes ghrameters to factory defaults
- keep the latest version of NET.Framework
- if you can not run the newly installed version of BoschELBSetting, delete the *ldsdréim the
A ogsifolder in the BoschEBSetting folder

(;\)- » Computer » (C) System Volume » Program Files (x86) » Bosch » BoschELBSetting
File Edit

View Tools Help

Infor
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RU:
l ctsctcOBRBO tsBMdzEY d 9 Odzdw B o s ¢ h ETLréhis Bleatt3006/3600H dzv 1

BoschELBSetting ftosctcOBRBO fftoj HdOL dzOyj dzO0O H dzv
dzOL 9 Odzd j d3 T30@nTirconHeatHe at 3500 d fftsfmdzj H EHshsd §
1 dzj € sQed{juj B tsls dzr Hdzv  slststf dzj ddleO Cdjded d3tsts tizvisy j iR dzlzof tef Hs!
tojLjtcodesets dMlstsyded S O HdzW s¢ §lsdiezd B3dz@i3ts s azjs tc Hf s H € Idzts
Hsf sdzdzd Isj dz' dz" 7 BsHEdZj 2, SCSobtster j tOmMh.dqowesls oL d3

BoschELBSettingtf tcsctc OdzdzO Bisy jIs tsB detso d Is o Mistetsj dzdz
(firmware) Htsf sdzdzgdIsj dz! dz" 7 dBsHEZzdzj d EKR djdagdzs@S M todfs ¢ g O
5B M Jjydidbtesddzd ST ELB ( . [teH zdzbs s & B d S8R sH d &'
(USB2A / B oq dzqd s OEafOIfjtli' 5BBOoSLBEUB®ONV BESE &1 5B 025
BI Is! dzj sBrBHd @S] HYoHCds yjddy HBY sSdddlsj d' dscts
ojmMdj?2 fwshdoSd (C4). vOCY) oL EBsyds Ssljd (1
BEH E dd) f tostsosHeFOLARISst tREm dpd steizeaP@ ©p Ols

vO0Cdd3 BBOL t503, f totsc tc OABAZO BoschELBSe tOtHidavg
Mfdydodzdmisse (5 Isjn-ddupsntbarG Wigmask\sinyR(sp3)zds;1/10
(32/64bit) [ B dztso dzj dzdzlz® o jteimdy (tozc BORPBRsBo OGCLEL B e t i
http://www.junkers.ca] dziftp://www.ers.sk/sk/Podpora.algj d&zWw EmlsOdzso € d Mdzd Hiz2 Is
COtelsd dz& O~ (Mdsslsted dzd ¥ 4 dzj S slsster 4 f otsE QB3
fsmistsw dzdzts tOL 9o Of Isfpw ) .

rdzv ¥ OCIsduyd M2 EfMOdte¢d dj sBrtsHddBs 5B dZOH
ftcOoddz' dese s ilstss tc @ljlsdmfive odind € ts dfdgiacia] ¢ Oy d l @Bt
o' f tsdzdmiBlsdzts 0 dfjidzdmgwar e Ldzj Slstetsded S d ELB 57 dgzdz h
A tcsctcOBBRdMishi (G jWOEBBE ' slsfmdzi ydoe Ols+ fsdz L 59 Ols
f OtcOd3j ste’ , dzgj sBrBHdEBS d=~ d tcfg dz@ @ Gxdz® 2 1. B Iodzth i bR
BsHEd]2 M {djCktesdzgd 52 EftcOodzj dedv s dmOdes o ddz

1 sdz L 59 Ols j dzt mEide?j Lo jixtadisdg tc O d3dzz BoschELBSetting, H
GSM d ¢0OBj USB By 20 MmMisOa s ks 50 @ IO
sBdzso dls! oMmlstesj dedets] ftosctcOBBds] B M j yd ded J .

djtcodmdze 2: MeififlRsBtcOL s90OIsjdzjdi3 BoschELBConverter
ftsdzl L soOlsjdzt MEtSEes toj Y dBO By ds OCYJ L d3j dwvis!

| dzd BOdzd § :

L dsjdzj dedj BAS oty O § @GOk ke’ fsd Lse Ols,

f OOk ste® SE9 00 tafdstjlsded Is ' afiio i S s kMlsOdzso & C

- MR tOdedlsj fofhdjHde ¥ WbdlydsdzOdz dzgbé o j efpds N

- jfydzd o dz By jlsj LOfEMmisdls: dzgj HOo dzats kfylsOdase .
%O dr  * Folgo

gdsLif HOY S JBoschEBSetting
T
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(1

® BoscH

Tronic Heat
3000/3500

PC

USB cable + modules
- module ELB-EKR

- module ELB-GSM

(- ELB electronics)

(setting of user parameters)

BoschELBConverter (+ moduleg
- ELB electronics
- module ELB-EKR
- module ELB-GSM

(setting of serviceparameters)

v0.7 - 6- Bosch Termotechnika s.r.o.
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[“ e [ » Computer » (C) System Volume » 1 »

v |4 Il Search1

10.09.2020

| File Edit View Tools Help

Organize ¥ Open ~

New folder

“ | | BoschELBetting Setup.1.7.7.18

. Favorites

I Desktop =|
|

3 Downloads -

-
<» RecentPlaces <

ke Favoriteg -

e
/;'jLibraries
%, Documents
& Music
&, Pictures
B videos

v

g BoschELBSetting_Setup.1.7.7.18 Date modified: 9.9.2019 10:34

zip Archive

File l View Tools Help

). Computer » (C)SystemVolume » 1> wlépf

Size: 18,22 MB

Organize ~ Open ~ New folder - (1 ©
4 Favon - BoschELBSetting S~~~ unzi
- A Favorites | | f, E BT { Pl
Opeparchive | IRED >
S -~
-~ Extract He:e - —‘ - Entrust Encrypt File..
37 8] W_Sﬂp.ll PAL Entrust Digitally Sign File.
AAdAD rchivas Entrust Encrypt and Digitally Sign File..
Add to "BoschELBSetting Setup.1.7.7.1820" ‘
Compress to "BoschELBSetting_Setup.1.7.7.182ip." and email Entrust Securely Delete File
3 Documents Scan m@\ OfficeScan Chent
2 2 Open with »
” Mk (3 Path Copy ,
&5 Pictures Restore previous versions
B videos oo R
“@ BoschELBSetting Setup.177.18 Dal  Cut
2ip Archive Copy
Create shortcut

{58 | » Computer » (C)System Volume » 1 »

File Edit View Tools Help

-

o0 ErT—)

Organize v @ Open New folder

-

{ BoschELBSetting_Setup.1.7.7.18

- Libraries | §5!BoschELBSetting_Setup.1.7.7.18
., Documents ‘

& Music
&, Pictures

B videos

& Computer
& (C) System V¢
b1
b2
| B9015 X

BoschELBSetting_Setup.1.7.7.18 Date modified: 15.8.2019 21:36
I b T Application Size: 18,2 MB
Ry,
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File Edit View Tools

Help

=] Open

P

Organize ~ New folder

14 Downloads

=» Recent Places|

I, Favorites
I
~ Libraries
‘. Documents
4. Music
. Pictures
8 videos

-

[A| BoschELBSetting_Setup.1.|

Application

B

o

File Edit View Tools

= Open

P

Help

Organize v New folder

4 Downloads

» Recent Places|

Favorites

| Libraries
*. Documents
4. Music
= Pictures
i, Videos

~

10.09.2020

i BoschELBSetting_Setup.1.7.7.18
BBoschELBSe -~ cn-ma 772
1 o]

pen

Run as administrator

Troubleshoot compatibility

7-Zip

Entrust Encrypt File...

Entrust Digitally Sign File...

Entrust Encrypt and Digitally Sign File...

Scan with OfficeScan Client
Path Copy

Share in WebEx Meeting
Restore previous versions

Send to

Cut
Copy

i BoschELBSetting_Setup.1.7.7.18
RE‘;’ BoschELBSetting_Setup.1.7‘7.187

p

WinXP(sp3)
Win7
Win8,1
Win10
(32/64bit)

Privodce instalaci

0 Detected version of OS Windows 7 is compatible

-
-
-
-
-

‘:———.’

ok |

4 BoschELBSetting_Setup.1.7.7.18 Date mo

Application

dified: 15.8.2019 21:36
Size: 18,2 MB

Select Setup Language

A
&

Select the language to use during the
installation:

6.

[English
Cestina
Deutsch
English |
Slovencina

Pycckuit

zl

Select Setup Language

a

Select the language to use during the
installation:

[English

Setup

0 Detected OS version is Windows 7 compatible.
v
Make sure you have a suspended antivirus program.

After the installation is complete, turn the antivirus program back
on again.

o]
v0.7

= ﬁgj Setup - BoschELBSetting 1.7.7.18

Welcome to the
BoschELBSetting 1.7.7.18
Setup Wizard

BoschELBSetting 1.7.7.18 will be installed on your computer.
Disconnect the Bosch Tronic Heat device before continuing.

Click Next to continue, or Cancel to exit Setup.

i In user |
1 1
1 languages !
1 1
. -
\
\
\
[ Next > ][ Cancel

Bosch Termotechnika s.r.o.
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7.

v0.7

5/ Setup - BoschELBSetting 1.7.7.18 o] @ (=

Select Destination Location H
Where should BoschELBSetting 1.7.7.18 be installed? C

Setup will install BoschELBSetting 1.7.7.18 into the following folder.

To continue, cIick_l\lelct._If you would like to select a different folder, click Browse.

) - -
: C:\Program Files\Bosch\BoschELBSetting : Browse...
~ -

—~— —
— -
— o e - ——

\
N\
\

X
< Back ][ Next > ][ Cancel ]

At least 8.0 MB of free disk space is required.

5] Setup - BoschELBSetting 1.7.7.18

Select Start Menu Folder
Where should Setup place the program's shortcuts?

= ﬁ Setup will create the program's shortcuts in the following Start Menu folder.

To continue, click Next. If you would like to select a different folder, click Browse.

Browse...
\
\
\
|| Don't create a Start Menu folder \‘
< Back “ Next > ] [ Cancel l
5] Setup - BoschELBSetting 1.7.7.18 —

Select Additional Tasks
Which additional tasks should be performed?

@Jé‘

Select the additional tasks you would like Setup to perform while installing
BoschELBSetting 1.7.7.18, then click Next.

Additional icons:

[¢] Create a desktop icon

[ < Back ][ Next > ][ Cancel ]

-9- Bosch Termotechnika s.r.o.
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15 Setup - BoschELBSetting 1.7.7.18

10.

Ready to Install

Setup is now ready to begin installing BoschELBSetting 1.7.7.18 on your
computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location: -
C:\Program Files\Bosch\BoschELBSetting

Start Menu folder:
Bosch\BoschELBSetting

Additional tasks:
Additional icons:
Create a desktop icon

< Back ][ Install ] [ Cancel ]

3 Setup - BoschELBSetting 1.7.7.18 [ =

Installing
Please wait while Setup installs BoschELBSetting 1.7.7.18 on your computer.

= =
Cancel
'ngl Setup - BoschELBSetting 1.7.7.18 o || @ | =R ]
11' Installing

Please wait while Setup installs BoschELBSetting 1.7.7.18 on your computer.

r~' v
Setup a

'o Subsequently, it will perform the installation of VCP driver for
¥’ Win32 Windows 7 compatible.

In the case of a failed installation of the driver, perform the
installation manually from the C:\Program
Files\Bosch\BoschELBSetting\ERS VCP Driver directory.

el

v0.7 -10 Bosch Termotechnika s.r.o.
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Preparing to Install...

Virtual Com port driver V1.4.0 Setup is preparing the InstallShield
Wizard, which will guide you through the program setup process.
Please wait.

Configuring Windows Installer

—— !

Cancel

12.

- Welcome to the InstallShield Wizard for
Virtual Com port driver V1.4.0

The InstallShield(R) Wizard will allow you to modify, repair, or
remove Virtual Com port driver V1.4.0. To continue, click Next.

<Back |[ Net> ][ cancel

13.

Program Maintenance

Modify, repair, or remove the program.

@ Modify

Change which program features are installed. This option displays the
Custom Selection dialog in which you can change the way features are
installed.

Repair installation errors in the program. This option fixes missing or
corrupt files, shortcuts, and registry entries.

\
Remove Virtual Com port driver V1.4.0 from your computer.
\

\
InstallShield \

[ < Back l[ Next > ] [ Cancel

v0.7 -11- Bosch Termotechnika s.r.o.
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14.

15.

v0.7

Custom Setup

Select the program features you want installed.

Click on an icon in the list below to change how a feature is installed.

Feature Description

InstaliShield \

<sodJ[_tet> ][ conce

ﬁ Virtual Com port driver V1.4.0 - InstallShield Wizard x

Ready to Modify the Program

The wizard Is ready to begin installation.

If you want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard.

Current Settings:

Setup Type:

Typical

Destination Folder:
C:\Program Files (x86)\STMicroelectronics\Software\

User Information:

Name: BOSCH \\
Company: BOSCH \
\
InstallShield ‘
< Back || Install | | Cancel

Installing Virtual Com port driver V1.4.0

The program features you selected are being installed.

Please wait while the InstallShield Wizard installs Virtual Com port driver
V1.4.0. This may take several minutes.

Status:

InstallShield

< Back M Next > | l Cancel |

10.09.2020
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#5 Virtual Com port driver V1.4.0 - InstaliShield Wizard =4

16.

InstallShield Wizard Completed

The InstallShield Wizard has successfully installed Virtual Com
port driver V1.4.0. Click Finish to exit the wizard.

Device Driver Installation Wizard

17.

Welcome to the Device Driver
Installation Wizard!

This wizard helps you install the software drivers that some
computers devices need in order to work.

To continue, click Next. \

Device Driver Installation Wizard
18. Completing the Device Driver
Installation Wizard

The device driver installation wizard did not update any of your
software for your hardware devices because it was not better than
the software you cumently have installed.

Driver Name \\ Status

v/ STMicroelectronics (usb...\\Ready to use
\

X

m
]

10.09.2020
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i3 Setup - BoschELBSetting 1.7.7.18 o || @ | =

19.

Completing the
BoschELBSetting 1.7.7.18
Setup Wizard

The installation wizard has finished installing
BoschELBSetting 1.7.7.18 on your computer.

Connect the Bosch Tronic Heat device before starting the
application.

Click Finish to complete the installation wizard.

i)

D
*
A4
/
/
2
7/
Y
4
/7
/
. STMicroelectronics Virtual COM Port (COM3)
: =l Device driver software installed successfully.
Z ~N
Z AN
Z AN

= Device Manager

File Action View Help
Lol Aliallll ? o

4.3 KRNZ1089 &
A Computer
C.a Disk drives
& Display adapters
&4 DVD/CD-ROM drives
<3 Floppy drive controllers
{7 Human Interface Devices
Cg IDE ATA/ATAPI controllers
— Keyboards
7 Mice and other pointing devices
I/ Monitors
¥ Network adapters
4 Y ports (COM & LPT)
Y5 Communications Port (COM1)
T Intel(R) ActiveManagemsentTechnalagy. SOL (COMS)

"

& T STMicroelectronics Virtual COM Port (COM3) i
POCTRSOTS™ = = = o o o = — e ———
P Security Devices (if USB and module are connected) ~

v0.7 - 14 Bosch Termotechnika s.r.o.
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20A. User possibilities (with USB cableand ELB-EKR module)

| g .
ELB (Tronic Heat) elektronics

ELB-KASK module

' —L— UsB2-A
(user) ’ -

20B.

ELB / ELB-KASK

elekct)rl(\)lnics ELB-EKR
'( ) module

-

(data2)

(datal)

v0.7 -15 Bosch Termotechnika s.r.o.
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21A. User possibilities (with USB cable and ELBGSM / -LAN / -WLAN modules)
g -
ELB/ AKASKi
elektronics
USB2A
(user) T |
21B. W
ELB/ AKASK
elekct)rl(\)lnlcs ELB-GSM
j »ON) module
{b (data2)
BeseilEaE
Q- (@atal
21c¢. | N
ELB/ AKAS | |
elektronics | ELB-EKR : ELB-GSM
. »(ON) | module | module
: ;
|
U i — Y
s s
Ly (data3) (data2)
Q (datal)
v0.7 -16- Bosch Termotechnika s.r.o.
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22A Service possibilities (with BoschELBConverter and ELB-¢ mo d u |

ELB-EKR/(GSM) module

g .
ELB / ELB -KASK
elektronics

USB2A

BoschELBConverter

22B.

connect to
\

BoschELBConverter ELB / ELB -KASK

elektronics
r
22C. W

ELB / ELB-KASK

elek(t)rlc\)lnics EKR / GSM
'( ) module

-
-
-
-

.{b - } 4
Fre) (data2)

BOSCOENBSETL A

Q (servicej— (datal)

[ ——

v0.7 -17- Bosch Termotechnika s.r.o.
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23A. Start the program BoschELBSetting

Connection to Tronic Heat

Connection type

@ USB connection

() Network connection

’ Connect l
V\
N
N
N
N
. >
A z A
Slovendina P s
Cestina A
Deutsch
%CP
@ BoschELBSetting 1.7.7.18 - setup program for Tronic Heat - b
Inputs/Outputs  User Service Firmware Data Informations
23B. NGRS v ex cruaic) —
CH DHW @ | Equithemmic 0-10V: No ' NORMA g HOLIDA ECO . PARTY
Eror ——e External temperature T1['C] o External temperature T1['C] e
[ Required temperature CH ['C) | 57 [ Temperature MINT T2['C] e [ Temperature MINT T2['C] I ses
[ Temperature CH ['C] | 199 [ Digital input DI | OFF | Required temperature T3 ['C] | 15
[ Required temperature DHW ['C] | 30 [ Digital input DI2 OFF ARoom temperature T3['C] | 235
[ Temperature DHW ['C] 239 I Digital input DI3 OFF [ Digital input DI [ OFF
[ Room thermostat OFF I Relay ERR oFF [ Digital input DI2 OFF
[ Emergency thermostat/Water pressure switch (STV/BT) @ | InputIn10V [V] 0.0 [ Output OUT1 OFF
AHDO © ‘24v \Y] A 237 1 ;Output ERR oF
[ Pump CH © I Intelligent DHW OFF [
[ Overrun time of pump CH [s] === [
[ Pump DHW/BS/3-way valve [ on ]
[ Overrun time of pump DHW/BS/3-way valve [s] e
[ Heating rod 1 [ on ]
A Heating rod 2 @
[ Healing rod 3
[ Heating rod 4 [ on )
[ Heating rod 5 [ o ]
[ Heating rod 6 @

(
;
ol

b
£
N
>
el

v0.7 -18 Bosch Termotechnika s.r.o.
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24. (If the electronics itself do not switch to programming modg

[Press one (or two or three) buttons to turn on the gower
; Lo SRR o = W1 T

e o} e

‘F_'&D@ 0

:

5

0o
.

[

-|

o
=
=
05
05
Jl

25. Switching to programming mode and update firmware

@ BoschELBSetting 1.7.7.18 - setup program for Tronic Heat -~ = O X

Inputs /Outputs  User parameters ~ Service parameters _ Firmware l)ata Informations

e ——————
CH - DHW - Equithermic . 0-10V: No
Error == < External temperature T1[C] ——=
I Required temperature CH ['C] i 57 | Temperature MINT T2['C] I —-——
I Temperature CH['C] ‘ 19.9 | Digital input DI . OFF
‘ Required temperature DHW ['C] 7 30 Digital input DI2
[ Temperature DHW ['C] | 58.7 | Digital input DI3
>P\oomthermostat | OFF | ERelay ERR
[ ém;rgency thermostat/Water pressure switch (STV/BT) m I InputIn10V [V] 7 0.0
[ HDO [ on ] | 24V V] 238
| Pump CH [ I Intelligent DHW 0
I Overrun time of pump CH [s] —== I
‘ Pump DHW/BS/3-way valve
[ Overrun time of pump DHW/BS/3-way valve [s] o
[ Heating rod 1 |
>Healmg rod 2
‘ Heating rod 3 .

v0.7 -19 Bosch Termotechnika s.r.o.
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. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat — O X
26A.

Inputs/Outputs  User parameters  Service parameters ~ Firmware Data  Informations

CH = DHW = Equithermic = 0-10V: No
| Error === -l External temperature T1[°C] ===
[ Required temperature CH ['C] i 57 | rTemperature MINT T2[C] T -=-
Temperature CH['C] 19.9 Digital input DI1 OFF
[ Required temperature DHW ['C] I 30 \ Digital input DI2 OFF
[ Temperature DHW ['C] I 586 : Dinital innut DI3

Work with firmware i

Room thermostat

Emergency thermostat/Water pressure switch (STV| You are going to START work with firmware. 0.0
r The modules will be switched to PROGRAMMING mode. P I

HDO -~ 238
8 Continue? P d F B

Pump CH y 4

Overrun time of pump CH [s (==

i w e
Pump DHW/BS/3-way valve l e ]

Overrun time of pump DHW/BS/3-way valve [s] s

Heating rod 1

Heating rod 2

| Heating rod 3

. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

26B Inputs/Outputs  User parameters  Service parameters ~ Firmware Data  Informations
ELB  EKR
ELB
Programmer (version):  ---
Firmware (version): --- Date and time of the firmware file: -

Date and time of firmware uploading: S

Program's specification for uploading:
C:\Program Files (x86)\Bosch\BoschELBSetting\Firmware\ELB\BOSCH_ELB_C7_N.ers ‘ Q‘

Setting of module assembly

Upload program s e
Switching of modules to PROGRAMMING mode is in progress ...

26C.

. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

Inputs/Outputs ~ User parameters  Service parameters ~ Firmware Data  Informations

[ELB | EKR

ELB
,___________’4_‘
| Programmer (version): 05 ~ -
| Firmware (version): BOSCH_ELB_C5 I I Date and time of the firmware file: 08.05.2019 10:27:00

- e o o o e e o o o .

Date and time of firmware uploading: 06.06.2019 09:20:00

Program's specification for uploading:

T

Upload program

v0.7 - 20 Bosch Termotechnika s.r.o.
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27 . BoschELBSetting 1.7.7.18 - setup program for Tronic Heat
) Inputs/Outputs  User parameters  Service parameters ~ Firmware Data  Informations
[ELB | EKR
ELB
Programmer (version): 05
Firmware (version): BOSCH_ELB_C5 Date and time of the firmware file: 08.05.2019 10:27:00
Date and time of firmware uploading: 06.06.2019 09:20:00
Program's specification for uploading: = -
8 )
———
P 4
-
-
Upload program
. . Select the source file of ELB program to uploading X
28' Ing 1 < Program Files (x86) * Bosch * BoschELBSetting * Firmware * ELB v O Prohledat: ELB »
E|
| Uspofadat ¥ Nova slozka =~ M @
| " Nézev Datum zmény Typ Velikost
| | BOSCH_ELB_C4 2ers 07.092016 1525 Soubor ERS 1
| | BOSCH_ELB_CSers 13.012017 10:11 Soubor ERS 1
Cl-Links r_L']msq;ELLcs_]g.er;_ —_— e e o 602017008 o SouRLERS. o 1
daten || BOSCH_ELB_C7_Ners 08.052019 1027 Soubor ERS [ 1
el - mm En EE EE EE EE EE EE EE EE EE EE EE Em Em Em =
machine
MSOCache
Program Files
Adobe
Altiris
BoschELBSetting
Android
Archive
Doc
ERS VCP Driver
[ Frmare |
BB |
- e -
ELB_EKR ¥ < ~ >
~
Nazev souboru: BOSCH_ELB_C7_N.ers M - | ersfiles (*ers) >
o] o
e |
29 . BoschELBSetting 1.7.7.18 - setup program for Tronic Heat
Inputs /Outputs  Userparameters  Service parameters ~ Firmware Data  Informations
[ELB | EKR
ELB
Programmer (version): 05
Firmware (version): BOSCH_ELB_C5 Date and time of the firmware file: 08.05.2019 10:27:00
Date and time of firmware uploading: 06.06.2019 09:20:00
Program's specification for uploading:
C:\Program Files (x86)\Bosch\BoschELBSetting\Firmware\ELB\BOSCH_ELB_C7 N.ers el

F_____jx”
I Upload program I

— e o = -

v0.7 -21-
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. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

30A.

Inputs/Outputs ~ User parameters  Service parameters ~ Fimware Data  Informations

ELB  EKR

Programmer (version): 05

~ P P P

Uploading of new program X

L

Firmware (version): BOSCH_ELB C7_N

L i

Program's specification for uploading: 0 S
iC:\Program Files (x86)\Bosch\BoschELBSetting\Firmy Continue? -

g i

| Yes ' || No

= - = -

Upload program

3 OB . BoschELBSetting 1.7.7.18 - setup program for Tronic Heat
Inputs/Outputs ~ User parameters  Service parameters ~ Firmware Data  Informations
ELB  EKR

Programmer (version): 0.5
Firmware (version): BOSCH_ELB_C7_N Date and time of the firmware file: 08.05.2019 10:27:00
Date and time of firmware uploading: 06.06.2019 09:20:00

Program's specification for uploading:

CA\Program Files (x86)Bosch\BoschELBSetting\Firmware\ELB\BOSCH_ELB_C7_N.ers &
’ -
-
Uploading 2000% | & |

30C.

. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

Inputs/Outputs  User parameters  Service parameters ~ Firmware Data  Informations
ELB  EKR

_

Programmer (version): 0.5
Firmware (version): BOSCH_ELB_C7_N Date and time of the firmware file: 08.05.2019 10:27-:00
Date and time of firmware uploading: 28.11.2019 13:01:00

Program's specification for uploading: o -
'C:\Program Files (x86)\Bosch\BoschEL BSetting\Fi| Uploading of program X ’

” Program has been successfully uploaded to ELB module.
~
~
Upload program - - —-—--

1
I
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3OD . . BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

Inputs/Outputs  User parameters  Service parameters ~ Firmware Data  Informations

ELB  EKR
ELB
S ——
Programmer (version): | 05 [
Firmware (version): | BOSCH_ELB C7 N I Date and time of the firmware file: 08.05.2019 10:27-:00
T —— Date and time of firmware uploading:  28.11.2019 13:01:00
Program's specification for uploading:
C:\Program Files (x86)\Bosch\BoschELBSetting\Firmware\ELB\BOSCH_ELB C7 N.ers =

Upload program

31. Working mode

32A. . BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

— o

| Inputs/Outputs  lUserparameters ~ Service parameters  Firmware Data  Informations

Programmer (version): 05

Firmware (version): BOSCH_ELB_C7_N Date and time of the firmware file: 08.05.2019 10:27-00
Date and time of irmware uploading: 28.11.2019 13:01:00

Program's specification for uploading:
C:\Program Files (x86)\Bosch\BoschELBSetting\Firmware\ELB\BOSCH_ELB_C7_N.ers ke

Work with firmware

0 You are going to STOP work with firmware

Upload program The modules will be switched to WORKING mode

Continue?
-

oA
-

- = =

v0.7 -23 Bosch Termotechnika s.r.o.
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32B.

For communication via the
USB connection --> To

Switching of modules to WORKING mode is in progress

él% [Engl\sh -

33A.

For communication via the
USB connection --> To
| continue, you must
l disconnect a reconnet USB
cabel

&P (English -

ra=£a (€r)
14 (€1)
| SIS
ra=t

33B.

VDI — £aezq D1

AR 4301 — g (H-I0 (50D )
CMd NI CYE-TIE () el
1-hmod TH-0F0 (ke 1141 G

O -I Hy (| 8 : $a 1

0ols DN Gle

T M o Emmd /e |

v0.7 - 24- Bosch Termotechnika s.r.o.
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34. User parameters =with USB cable

.-loseh!LBSetﬁng. 1.7.7.18 - setup program for Tronic Heat

- ——

~

\ Inputs / Outputs lﬁer Service Firmware D@l GSM module Inérman‘ons
CH DHW Equithermic 0-10V: No

Error External temperature T1['C] ---
Required temperature CH ['C] 57 Temperature MINT T2['C] ---
Temperature CH ['C] V 20.0 Digital input DI
Required temperature DHW ['C] 7 30 Digital input DI2
Temperature DHW ['C] ‘ 58.8 Digital input DI3
Room thermostat 7 Relay ERR
Emergency thermostat/Water pressure switch (STV/BT) a Input InT0\ 0.0
HDO 7 [ on J 24V V] 237
Pump CH Intelligent DHW '

Overrun time of pump CH [s] s
Pump DHW/BS/3-way valve

Overrun time of pump DHW/BS/3-way valve [s] -—-
Heating rod 1 ‘

Heating rod 2

Heating rod 3

Heating rod 4

Heating rod 5

Heating rod 6

35.

(For current dates- click and click)

-, ~
-, ~
-, ~
[ ] Bos(fwen,ingd.ﬁ1 e pmg@mmoni( Heat

Inputs / OutiNts. }»Usefpafﬂmeﬁefs Sepvice parameters  Firmware Data GSM module Informations
o | i ot B

o — - -
Required temperature CH['C] 57 - On
Required temperature DHW/BS ['C] 30 > On
PA00 - Room thermostat choice Yes
PAOD1 - Pump overrun time in CH mode Off
PAD2 - Maximum power of the boiler 6 3
PA03 - Control mode choice PID
PAD4 - GSM control Only monitoring
PAD5 - Shift of the equithermal curve 0
PAD9 - Display backlight [%] 20 3

W Write
Quick parameters setup: I‘
Selection of parameter settings /
Default setting /
/
Apply / Delete

l

Saving of current parameter settings

@ BoschELBSetting 1.7.7.1¢ - setup program for Tronic Heat

~
State  Configuration Boiler control ~ Actions  Alarms Telephonenumbars~

Operator ‘

Communication ~

GSM signal level
¥ Power supply

Backup battery status

10.09.2020

NORMA @ HOLIDAY ECO

External temperature T1['C] ---
Temperature MINT T2['C] ---
Required temperature T3 ['C] ' 15
Room temperature T3['C] 225
Digital input DI1 '

Digital input DI2

Output OUT1

OutputERR

(monitoring and
setting of user
parameters)

————

- ~
Inputs/Outputs  User parameters ~ Service parameters  Firmware Rata | GSM module Inh;n)lions

—— -

’ None
e

' GSM deactivated
" 7’

'“L'“

LN

(configuration of GSM module)

wame ey (10 Write changes of user parametels

E‘] Save

v0.7
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36. Service parameters =with BoschELBConverter

@207 B Mingy.7.7.18 - setup program for Tronic Heat - o X

Informations

\ Inputs / Outputs Us)pamme\em Service parameters  Firmware  Data

CH DHW Equithermic 0-10V: No NORMA @ 'HOLIDA. ECO PARTY
Error - External temperature T1['C] --- External temperature T1['C] ---
Required temperature CH ['C] 57 Temperature MINT T2['C] [ --- Temperature MINT T2['C] ' ---
Temperature CH ['C] [ 19.9 Digital input DI Required temperature T3['C] 15
Required temperature DHW ['C] . 30 Digital input DI2 Room temperature T3['C] » 218
Temperature DHW ['C] . 58.7 Digital input DI3 Digital input DI1
Room thermostat Relay ERR Digital input DI2
Emergency thermostat/Water pressure switch (STV/BT) [ on ) InputIn10V [V] | 0.0 Output OUT1
HDO [ on ) 24V V] 236 Output ERR
Pump CH Intelligent DHW

Overrun time of pump CH [s] S
Pump DHW/BS/3-way valve

Overrun time of pump DHW/BS/3-way valve [s] St

(monitoring and
setting of service
parameters)

Heating rod 1

Heating rod 2

Heating ro
Heating rod 4

Heating rod 5

Heating rod 6

(For current - click and click)

37. .4

”
P /
- /
.BoschElB%n{lJ].l& -’up RGeS TR - x
7 -
Inputs / Outputs ~ User g [Service ] Fimpware Data Informations
—~ -

ELB EKR GSM e ——

SE00 - Display of last 10 errors Er09 s SE21 - Permission of CH in FP mode at turned-off of HDO On ~
SEO1 - Delete error memory | No = SE22 - Delay of switch off the boiler in frost protect mode [min] [ 1 =
SEO02 - Increasing of heating water temperature for DHW ['C] [ 12 S sefT2+SE02 -~ | SE23-Delay at switching of HDO remote control or RT [s] [ 2 S
SEO03 - Max. temperature CH ['C] | 80 = SE24 - of boiler P [c] [ 5 Z On =)
SE04 - Hysteresis of temperature sensor CH (boiler thermostat) ['C] | 7 > SE25 - Boiler type [ 2 heating rods S |
SEO05 - Max. water temperature DHW/BS ['C] | 70 Z SE30.31.32 - Number of power relays switching (200 000) | 30
SEO06 - Hysteresis of DHW/BS sensor ['C] | 5 E SE30.31.32 - Number of power relays switching [ 75
SEOQ7 - Tum-on HDO | Yes = SE33 - Boiler mode atthe time of the last fault . CH
SEO08 - Function of LED indicator of HDO . Lights = SE34 - CH temperature atthe time of the lastfault ['C] [ 47
SEO09 - Additional function (DHW/BS/MINT/RT) | DHW > SE35 - DHW/BS temperature atthe time ofthe lastfault['C] | 58
SE10 - Control of additional function | DHW/BS/MINT sensor = SE36 - Rate of increase of CH temperature (failure) ['C] [ 0.0
SE11 - Contact to turn-on additional function | Closed ¥ SE37 - Firmware version [ c7
SE12 - Display in DHW/BS mode | DHW/BS temperature o SE38 - 3-way valve function test [ Execute
SE13 - CH pump in DHW/BS mode | Re1/On - Re2/On ~ | SES0-Factory parameters settting Execute
SE14 - CH pump overrun time in DHW/BS mode [s] [ 60 > On > SE92 - Enable the PWM to relay switching | No <
SE15 - Rate ofincrease oftemperature on the CH sensor [A] | 8 S | SE93 - Speed of power relays switching (CH mode) [s] | 60 <
SE16 - Calibration of CH sensor ['C] | o = SE94 - P value (x/10) [ 27 S
SE17 - Calibration of DHW/BS sensor ['C] | o = SE95 - | value (x/100) [ 6 <
SE18 - Frost protection function | On ¥ SE96 - D value (x/1000) | o =
SE19 - Frost protection .FP™ heating turn-on temperature ['C] | 3 = SE97 - Rate oftemperature rise at CH [E] [ 20 =
SE20 - Frost pi - turn-off p [c] | { 7: SE98 - Function of display dotDT1 | CH pump is ON v
| SE99 - Curve slope of adaptive control | 6 = N
o wine auick parameters sewp: — (Sgve and load service paramete)s
ion of p x
{ Default setting 3
4 Apply Delete
/
/ Saving of current parameter settings
/I Name (alias).
/

(to write changes ofserviceparameters)

v0.7
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38. Data recording andgraphs

@ BoschELBSetting 1.7.7.18 - setup program for Tronic Heat -

Inputs/Outputs ~ User parameters ~ Service parameters  Firmware Data

10.09.2020

—

N

GSM’odule Informations

Sampling period [sec] 10
[ Recording duration [hhh:mm:ss] 000 00 00 = Exportto fle
Beginning of recording
Recording time [hhh:mm:ss] 0:00:00
End of recording Import from file
Number of loaded samples [
Start -
B —~— -~ - -
- _
Onn dislay recording N my _ (start recording data)
—
S~o - . . ~
Bpotoacie N o _ (showA oline recordingfi data)
~~

Data archive

Archive specification

CiProgram Files

Selection of recording

12.06.2018 10:05:05 - 12.06.2018 11:04:10 i<
spl Delete recording -+ -
39. .
Sampling period [h:mm:ss] 0:00.10 From: 212
Parameters setting of online display recording
0 o1 =40

Display last [xmm:ss]:

Required temperature CH
Temperature CH
Required temperature DHW m]
Temperature DHW ['C] [m}
Contact input of DHW/BS thermostat m]
Weather depend temperature m]
Room thermostat
Emergency thermostat/Water pressure switch (STV/BT) m}
HDO (u]
Pump CH O
Pump DHW/BS/3-way valve [m}
Number of boiler power levels
Emor

Display

20180612_110412.xml

ST (saverecording data)

~ ¥~ < (show savediata)

- — — — — — (display or delete recordeddata)

uss 5

——
- ~

1
-

Save as the default setting

-~

2019 11:29:37

Display settings User. Service

~ -

- ——

EKR - Temperature inglit T1 (] GSM - External temperature T1 ]
EKR - Temperature m;Lt T2 m] GSM - Temperature MINT T2 O
EKR - Digital inpuﬂNll O Required temperature T3['C] O
EKF!-D\gwa\mpuHNZI m] GSM - Room temperature T3 m]
EKR - Digital input wal O GSM - Digital inputDI1 O
EKR - Relay ERR ll m] GSM - Digital input DI2 m]
EKR - Input In10V ( O GSM - Output OUT1 [m]
I -V
EKR-24V I V4 O GSM - Output EBR=" O
-
-
EKR - Intelligent DH! 4 O -
v‘ / - - il
-« 1,7 -7
~So /-
e

data and graph visualization settings
(sampling period min. 10 seg.

40.

0:00:10
0:12:20

From:
To.

Sampling period [mmss]

Recording duration [hhh:mm:ss]

Display From: 2122019 114525 To

60—-|

o
[
2
B
3
=%
=
>
1t

11:47:28

Required temperature CH Temperature CH

v0.7

Number of boiler power levels

Archive [C:\Program Files (x86)\Bosch\BoschELBSetting\Archive\ioStatesArchive_20191202_115752.xml]

2122019 11:45:25
2122019 115745

Display settings User parameters

2122019 11:5745

440 ‘I = NOlen[ea aje1osiq

[o=

11:49:56 11:52:24 11:54:52 11:57:20

Time

Room themostat

-27-
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41. GSM module settings windows

. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

7
Inputs/Outputs  User parameters  Service parameters ~ Firmware Data\ GSM module

~ -
Configuration  Boilercontrol ~ Actions Alarms Telephone numbers I~ -

Operator
Communication
GSM signal level

Power supply

Backup battery status

10.09.2020

-————
- ~

J}\fon'nations

-

None

GSM deactivated

og'p“l

GSM module

( For more info, see the GSM modle manual)

@ BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

42.

PIN
Allowed PIN control

SIM card activation

SsID

Password

Name (alias) of GSM module
IP address

Port

Gateway

Subnet

IP address (connection via Intemet)

Port (connection via Intemet)

« Write

- Password for WIFI connection

-’fmeypumuulﬁlg

43.

v0.7

Inputs /Outputs  User parameters  Service parameters

Fimware Data GSMmodule Informations

State ’COﬂﬁo“mDO;' Boiler control  Actions Alarms  Telephone numbers

0000
e

GSMwSIM
10.0.1.230
| 10001 2
| 255255255.0
| 2552562550
| 0.0.00

10001

Change language

. BoschELBSetting 1.7.7.18 - setup program for Tronic Heat

Service

Inputs / Outputs ~ User

Language sefting

Alias for CH temperature
Alias for DHW temperature
Alias for BS temperature
Alias for GSM module

Alias for EKR module

Alias for external temperature T1
Alias for MINT temperature T2
Alias for room temperature T3
Alias for digital input DI1

Alias for digital input DI2

Alias for digital input DI3

Alias for inputIn10V

Alias for output OUT1

Alias for output ERROR

Alias for command - Turm Off
Alias for command - Tum On
Alias for alarm SMS

Alias for INFO

Alias for INFOA

Alias for INFOP

Firmware Data  GSM module

State  Configuration |Boiler control | Actions Alarms Telephone numbers

Boiler water temperature (CH)
Water temperature (DHW)

I Water temperature (BS)
Room thermostat choice
Pump overrun time in CH mode
Maximum power of the boiler

[ Control mode choice
Shift of the equithermal curve
NORMAL mode
HOLIDAY mode

7 ECO mode
PARTY mode

- 28

SETCH
SETDHW
I SETBS
PAOO
PAO1
PA02
I PAD3
PAOS
NORMAL
HOLIDAY

English
| CH
[ DHW
[ BS
| GSM
| EKR
| T
| T2
[ T3
[ on

INFO
INFOA
INFOP

Informations

ECO

PARTY

Bosch Termotechnika s.r.o.
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44.

@ BoschELBSetting 1.7.7.18 - setup program for Tronic Heat = g X

Inputs/Outputs ~ User parameters ~ Service parameters ~ Firmware Data GSMmodule  |nformations
State  Configuration Boiler control Alalms Telephone numbers

B [ outt B [0 = x01 |6 F =] 10 0 = 16 Z]x30mn | SETTHE | @ |

o
[ Di2
[ mFosms |
‘ « Write
45.
BoschELBSetting 1.7.7.18 - setup program for Tronic Heat - [u} X
9 Ip prog

Inputs /Outputs ~ User parameters ~ Service parameters  Firmware Data GSMmodule  Informations
State  Configuration Boiler control ~ Actions Telephonenumbers

ERR

[ Battery

| Power lost
‘ « Write

46.

@ BoschELBSetting 1.7.7.18 - setup program for Tronic Heat - X
Inputs / Outputs ~ Userparameters  Service parameters  Firmware Data GSMmodule  |nformations

State  Configuration Boilercontrol ~ Actions Alarms | Telephone numbers

I Actions and boiler control  Write
I Alarms

- o UsB g
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Possibilities ofELB-EKR module
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Error
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Tronic Heat 3000/3500- - USB - datalogger- - PC

(?) Check version (?)
i cC5 [/ C6 [/

USB flash drive
(FAT/FAT32)

update + datalogger

EE)

v|¢7” Search 1 R

Organize ¥ =] Open New folder

-

] Libraries | AAA .
[
“, Documents |= /. BBB |
4 Music infotext.txt
%, Pictures e Dictuce ing download data

to this placeon
USB Flash Drive

‘ Videos Firmware.ers

P
kS Comput;r’
Q,,(C?fSystem Ve
2 Dick (-

“ Kingston®

http://www.junkers.cz P

email: . ..

http://www.ers.sk/sk/Podpora.alej

o
BOSCH bl : BOSCH
ELBSetting v.1.7.x.xx Manual ELBSettin Manual USBDatalogger Firmware
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